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connect@walterseandp.com 

Phone: 812-202-2194 
Hope, In. 

 

73- 87 Chevrolet C/K Series Bucket Seat Brackets and 2019-2025 Silverado Console Adapter Brackets 

 

Pre ’87 Bucket Seat Brackets – This kit allows for a direct fit, bolt in solution to recreate the rare factory bucket seat 

option for the 73-87 C/K series trucks.  It is intended to fit the pre ’87 factory bucket seat (high or low back, bolt pattern 

shown in figure 6).  These brackets are designed to bolt directly to the factory floor pan of the C/K series trucks which 

means there is no need for the ‘perch’ commonly removed from a Suburban of the same generation to adapt their seat 

brackets to the truck floor pan.  These brackets allow the seat to slide back and forth and do also position the seat 

approximately 1” higher than the factory bench seat.  The higher position improves ergonomics and pairs well with the 

arm rest height of the 2019-2025 Silverado seat/console that we offer adapter mounting brackets for.         

 

 

2019-2025 Silverado seat console adapter brackets – These brackets allow installation of a 2019-2025 Chevrolet 
Silverado jump seat/console into your 73-87 C/K series truck.  This jump seat/console pairs well with factory bucket seat 
options from the C/K series trucks and provides additional storage, armrests, cupholders and optional seating.  The jump 
seat/console fits well in the C/K series cab, requiring no modification, and retains all of its functionality.   
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Contents – console adapter bracket kit 
 

• Contents 

o Front adapter bracket                                                                  Rear adapter bracket 

                                                                                
 

o Fasteners – ½” flanged bolt and nut – x9 

 

 

Console adapter bracket kit Installation 
 

1.  Start by removing the rear trim panel of the Silverado console as shown in figure 1. 
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Fig 1 Console with rear trim panel removed 

2. With the console upside down, using the supplied ½” bolts and nuts, attach front and rear adapter brackets to 
the existing front and rear mounts of the console as shown in figure 2. 

 

Figure 2 Console bottom side with front and rear brackets attached  
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3. Position console in cab as shown in figure 3.  Push the console to the rear of the cab until the rear most 
mounting tab(arrow) contacts the floor pan (figure 4).  After this, center the console within the cab.  Additional 
picture of bracket positioning is shown in figure 5.   

 

Figure 3 Console positioned in cab 

 

Figure 4 Console bracket positioning on floor pan showing rear tab pushed against floor pan 
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Figure 5 Additional picture showing positioning of console brackets on floor pan 

4. Mark the 5 mounting hole locations and drill ½” holes in floor pan. 
5. Secure the console assembly to the floor pan with the 5 remaining ½” bolts and nuts. 
6. If desired, reinstall rear trim panel that was removed in step 1. 
7. Proceed with driver and passenger seat installation.  NOTE: route driver and passenger seatbelt receiver buckle 

along the side of the console before installing driver and passenger seat.  

 

Pre ’87 C/K series truck high and low back bucket seat bolt pattern (fig 6 below) - due to their different mounting bolt 
pattern, ’87 and newer bucket seats cannot be used with this kit 



Page 6 of 12 
 

  

Fig 6 Pre '87, high and low back seat mount bolt pattern 

 
Contents – Bucket Seat Bracket Kit 

• Contents 

o Front, seat to slider bracket                                                 Rear, seat to slider bracket 

                                            
 

o Upper slider adapter - x2                                                     Inboard, lower slider adapter 
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o Outboard, lower slider adapter                                                      Seat slide - x2 

                                          
 

o Slide release lever 

 
• Fasteners 

 
o 5/16” nylock nuts x12                                                       5/16”-16” x ¾” flanged hex head bolts x4 

 

                                                             
 
 

o 5/16”-16 x 5/8” socket head cap screw x8                         3/8”-16 x 1” flanged hex head bolt x2 

 
 

o 3/8”-16 x 1” flanged hex head nut x2 

 

Bucket seat bracket assembly and installation  
 

1.  Locate the seat slides and familiarize yourself with the top and bottom and front and rear as shown in figure 7 
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Figure 7 Slide top/bottom front/rear identification 

2. Attach each upper seat slide adapter to each seat slide using 5/16”x5/8” socket head cap screw and nut.  You 

will need to press the seat slide release and slide the slides forward to gain access to the inside of the slide to 

allow for inserting the socket head cap screw.  Install the upper seat slide adapter and secure with nut.  Then 

press the slide release again and slide the slide the other way to gain access to the rear bolt hole location.  Install 

the nut and bolt and tighten to completely secure the upper seat slide adapter.  Do this for both seat slides.  

Reference figure 8 for orientation.      

 

Figure 8 Upper seat slide adapter installation 
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3. Install the inboard and outboard, lower slide adapters as shown in figure 9.  This will again require pressing the 

slide release and sliding the slide forward to allow for installing the rear socket head cap screw.  Once secured, 

slide the slide rearward so that the front socket head cap screw can be installed.  Note that the slide releases 

both need to be facing each other when the assembly is complete.  Fig 9 shows the orientation for the 

passenger side, lower slide adapters.  This would need to be reversed for installation on the driver’s side.    

 

Figure 9 Passenger side slide release installation and orientation  

4. Orient the assembled inboard and outboard slider from the previous step, next to each other and install the 

front and rear seat to slider bracket as shown in Figure 10.  Secure them with 5/16” x ¾” hex head bolts and 

nuts.  
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Figure 10 Fully assembled seat bracket (passenger side example) 

5. Confirm assembly fits the seat mounts itself and that holes align.  See figure 11 below for guidance on which 

holes to use.  At this point, you do not need to mount the assembly permanently to the seat.  

 

Figure 11 Seat Mounting Holes 
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6. Position seat bracket assembly into the floor pan of the truck.  The existing outboard bench seat mounting holes 

(figure 12) in the floor pan are used to secure the outboard mounts of this bracket.  Secure the outboard mounts 

with the existing bench seat bolts. 

 

Figure 12 Floor Pan with bench seat mounting holes located 

7. With the outboard mounts secured, use the inboard bracket floor pan mounting holes to mark locations on the 

floor pan for drilling holes to secure the inboard bracket. 

8. Drill the marked holes. 

9. install slide release lever onto slide assembly (figure 13). 

 

Figure 13 slide release lever installed 

10. Attached seat slide assembly permanently to the seat and install seats in cab.  Attach with existing bench seat 

bolts and the supplied 3/8” nuts/bolts.    

11. Repeat process for other seat.   

 

Terms and Conditions  
Walters Engineering and Performance LLC’s products are designed and fabricated for motorsports and off -road use only.  Use of our products 
is at the consumer’s own risk. Before using any such product, Walters Engineering and Performance LLC recommends that  you check your 
local and state vehicle laws to be sure that your contemplated use is permitted in the applicable jurisdiction.  IN NO EVENT WILL WALTERS 
ENGINEERING AND PERFORMANCE LLC BE LIABLE FOR ANY INCIDENTAL, CONSEQUENTIAL OR INDIRECT DAMAGES OR INJURIES. 
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